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The wheelbase and axle distance ensure reduced tyre wear
and balanced weight distribution, for safe operation on any

ground. The low profile of the engine hood guarantees
excellent visibility on rear part of the machine. A system of

sensors on the safety bars and the seat prevents all
movements if unauthorised manoeuvres are attempted, with a

brake being automatically engaged on the transmission.

Safety

Designed not only to do the work required, but to do it
effectively and efficiently. Safe, environmental-friendly
constructed employing state-of-the-art technology, the SK815
will help improve our environment in the twenty-first century.

SK I D  ST E E R  L O A D E R

The new compact loader is the result of the skills, technology
and success that KOMATSU has acquired in over eighty
years of experience, and of its constant contact with users
from all over the world during the product development
phases.

Tradition in innovation

Easier to use, they require very
little effort, while ensuring extremely precise
manoeuvres.

Hydraulic servocontrols

Komatsu CLSS
The hydraulic system, which automatically
combines force and speed, ensures perfect
control over all movements.
Double-adjustment travel pumps, with
automatic power control device (A.P.C.) and
axial piston engines with double travel speed,
provide above-standard performance,
ensuring exceptional versatility and rapidity.
Maximum travel speed: 16 km/h
Maximum traction force: 3400 kg

The ease of operation, just two steps to reach the
seat, the ergonomic access and the ample space
inside the cab assure maximum operating comfort
and maximum visibility.

Comfort

The new concept KOMATSU-patented dashboard is
mounted on the safety bar, and is always visible to the

operator.

Instrumentation

The foot accelerator ensures greater control
over power during operation.

Ready for use with any equipment,
the base version features an auxiliary

hydraulic circuit with proportional control.
The control pedal can also be locked

in the maximum flow rate position.

Versatility

The Super Flow system increases the flow of oil available to
 the equipment, and features a draining system and electrical

connections. The joysticks  and proportional pedal make it
possible to control all the system functions. A second

hydraulic circuit is available for equipment that requires
simultaneous movements.

Super Flow circuit max flow rate: 100 (90*) l/min
Second circuit flow rate: 62 (10*) l/min

* Flow rate for the combined operation of the 2 circuits.

Super Flow version

The simple opening of the engine hood makes refilling and periodical
checks easy. In addition, the tilting  radiators can be easily reached
by simply opening the rear door.
One lock only for the hood and the door, which together enclose and
protect all service and refill points.

• Pins with extended greasing intervals (250 hours);

                            • Battery with charge gauge;

                                                                • Air filter with safety cartridge;

                                                                   • Removable polyvinyl tank;

                                                                         • See-through gas

                                                                                          oil filter;

                                                                                           • Environmental-

                                                                                               friendly draining

                                                                                              systems.

Easy and quick maintenance

The combined tilting of the
cab, engine hood and

footboard (patented system)
offers complete access to all
the components and allows
extraordinary maintenance
operations to be performed

from several positions.

Tilting cab


