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MINI-EXCAVATOR

The spacious cab has been developed with exceptional care for details, making the work environment noiseless 

and comfortable. Special attention has been paid to the internal layout: ergonomic and dedicated PPC controls; 

speed switch button on the panel instead of pedal, which consequent offers more floor room; adjustable seat; gas 

spring assisted front window opening; efficient heating and ventilation system. Last, but not least, the upper rail 

type sliding door makes getting on/off the machine very easy and safe in any situation.

Engine
The KOMATSU engine supplies the required power, keeping the fuel 

consumption very low. By taking advantage of state of the art technolo-

gies, it ensures minimum levels of noise and emissions (STAGE 2).

Automatic Shift Down
Once turned on, this device automatically adjusts the hydraulic travel 

motor to the working conditions: maximum displacement for faster 

movements, minimum displacement for top drawbar pull. This process 

doesn’t require operator’s support.

Attachment line
The 1 / 2 way auxiliary hydraulic circuit allows the use of several tools for 

different purposes: hammer, clamshell bucket, and so on. The switching 

between the two options is realised simply by means of a cock, which is 

located on the side of the machine and right behind a little bonnet.

X-Frame
The new casted type X-frame ensures maximum stress resistance 

and optimal stress distribution; this shape makes the machine much 

more rigid and reliable. In addition, it facilitates the usual undercarriage 

cleaning operations and the spoil removing.

Additional Counterweight
The opportunity to quickly add and remove counterweight allows 

conversion to the PC20MR-2 from 0-Tail to Short Tail and vice-versa, 

thereby satisfying specific job-site requirements. Such counterweight 

increases the machine stability and the lifting capacity.
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PC20MR-2

• ROPS (ISO 3471) / FOPS (ISO 10262) 
tiltable cab with heating

• Sliding door
• Rubber shoes

• Two speeds with “Automatic Shift 
Down”

• 1.015 mm digging arm

• 1 / 2 way auxiliary hydraulic circuit 
up to the boom

• Blade

• Adjustable suspension seat
• Lifting cylinder guard
• Working light on boom

• ROPS (ISO 3471) / FOPS (ISO 10262) 
tiltable canopy

• Steel shoes
• 1.365 mm digging arm
• Bucket range (250 - 550 mm)

• 1.300 mm ditch cleaning bucket
• Extension of the auxiliary hydraulic 

circuit up to the arm, with quick 
couplings

• Boom, arm and blade safety valves
• Overloading alarm
• Travel acoustic alarm
• Rotating beacon

• Biodegradable oil
• Rearview mirrors
• Cab/canopy working lights
• Front and top protection guards
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